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Traqc-22 DWT 

 Series 
  

Model Traqc-22 DWT Oil Operated Deadweight Testers  

 Most accurate and precise  
quality instrument in this 

accuracy class. 

Accuracy : 0,015% of Reading 
 Dual piston for wide range 

coverage 

 Smooth-running precision 
spindle with 26cc displacement 

volume per stroke 

 Stainless steel bottom plate 
with mounting holes for stable 

bench mounting 

 Integrated oil/ water reservoir 
with transparent cover  

 Removable star handle  

These very accurate Deadweight 

Testers are used for calibrating 
instruments were high precision is 

required over a wide Pressure 
range varying from 0.25 up to 

1400 bar. 
 

 

Tradinco Instruments distributes, 
designs, manufactures and repairs 
calibration, sensing equipment and 
instruments for various industries. 

 
Our core values are quality, 
service and keeping our knowledge 
up to date with the latest technical 
innovations. 

The oil operated deadweight tester Traqc-22 DWT has an accuracy of 0.015% of 

reading. This is a typical deadweight tester for industrial use and the weight set 
is transferred into a pressure unit. A traceable certificate is standard and a RVA 

certificate is possible as an option. The certificate shows the effective area as 
well as a list of the weight of each mass. The deadweight tester can be leveled 

with adjustable feet. An extra set of adjustable feet are included for fixing the 
deadweight tester to a bench. Five different pistons are available to cover 

ranges from 0.25 – 25 bar up to 10 – 1400 bar. Also ranges in psi, kPa, MPa 
and kg/cm² are available. 
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 Series 

Technical specifications 

 

 

 

 

 

 

 

 

 

 

 

 

 
Ranges: 

 
Bar 

 

 
 

PSI 
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Traqc-22 DWT 

 Series 
 
 
Dual Piston  
 
By using two different size of pistons a larger measuring 

range is achieved. The pistons can be inter-changed easily 
within minutes. A wooden box is used to safely store the 

piston and cylinders. 
 

Ranges 
 
Both pistons cylinders could be used on one weight set.  

The piston cylinders are made in such a way that the same weight creates for 
instance for the low range 10 bar and for the high range 100 bar.  

 
For each combination of pistons the table gives a list of masses corresponding 

with the range 
 

 
 

Example  
 
If a deadweight tester is needed for 0.5 up to 1000 bar a dual piston can be 

used. See the table on page 5: mass set of 40 kg (first column) piston no. 2 
gives 0.5 … 100 bar piston no. 5 gives 10 … 1000 bar 

 
Construction 
 
All deadweight testers are of a simple well proofed 

rugged construction. Most used material is stainless 
steel, and therefore a long life of the calibration 

standard is guaranteed. 
 

Accuracy  
 
Accuracy : 0.015% of reading.  

 
Scope of delivery: 
 
All deadweight testers are delivered fully operational with a stainless steel 

mass set in carrying cases. 
 

 An English operating manual 

 A standard calibration certificate 
 Spare multiseal for the pressure connection 

 set of adapters : 1 x 1/8” BSP female thread 1 x 1/4” BSP female thread,  
1 x 3/8” BSP female thread 1 x 1/2” BSP female thread  

 Miglyol 812 Oil  : 1/2 ltr. 
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Traqc-22 DWT 

 Series 
 
 
Options 

 
 adapters with other connections/ square adapters 

 pointer remover/ punch 
 oil/ water separators 

 Local gravity compensation 

 Traceable calibration certificate according NEN-EN-ISO/IEC 17025 

 Fragmented weight set 
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