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Traqc-7 battery modification 

  
 
The design of the TRAQC-7 power supply has been modified. 
 
This instrument does not use removable Alkaline batteries but has an internal Li-Ion battery. 
 
To enable charging of the battery the instrument can be delivered with : 
 

A) An universal power supply with connector for the TRAQC-7 
 
To charge the TRAQC-7 connect the power supply to the mains and the TRAQC-7 . 
The charging status is shown in the display of the TRAQC-7 when the instrument is 
switched on. 
Charging time for an empty battery is ca. 7 hours when the instrument is switched off. 
  
 

B) A universal power supply with USB connector and a combined USB/RS232 communication 
and charge cable 
 
With this combination the TRAQC-7 can be charged as follows : 

 
1) Connect the power supply to the mains and connect the TRAQC-7 with the 

communication/charger cable to the USB connector of the power supply. 
The Traqc-7 will be charged with the maximum current, Charging an empty battery 
will take ca. 7 hours when the TRAQC-7 is switched off. 
 

2) Connect the communication/charger cable to an USB port of a PC or USB hub. 
The TRAQC-7 battery will be charged by the PC or USB hub but the charging 
current and charging time depends upon the power capability of the USB port.  
 
Some  USB ports can supply 0.5A or more and some ports can supply only 0.1A, 
check the documentation of the PC or USB hub for the current capability of the 
USB ports. 
 
When the communication/charge cable is connected to a PC is possible to use 
RS232 communication with the TRAQC-7. 
 
Charging times are increased when the TRAQC-7 is switched on while charging 
from the USB port of a PC or USB hub. 
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